
Cyclone 360™

360 degree Wireless LED fi xture
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Cyclone360 is a universal wireless controlled LED fi xture with 360 degree 
beam.  Designed  for multiple applications from high energy effect lighting to 
a soft ambient glow fi xture. Eight powerful LED clusters project intense colors 
360 degrees with amazing effects. 

Operating Mode
The Cyclone360 can be set to run in two modes. Single mode and octal mode. 
Single Mode the Cyclone360 operates like a conventional ColorMaker fi xture 
with all 8 clusters controlled using a single channel. 
Octal Mode the Cyclone360 uses 10 channels to control the 8 clusters and the 
effects. 

Cyclone Effects
Cyclone Octal mode requires 10 channels to control the fi xture colors and 
effects. Each of the 8 clusters are controlled independently using 8 channels (RGB) 
and two channels are used for effects. 

Effects:
• Rotation with Flash, Fade and Follow control
• Rotation Pattern control (8 pre programmed patterns)
• Rotation Direction (Forward or Revers)
All Effects are created without any moving parts!

Adjustable Mounting Base
To enhance effect the Cyclone360 can be tilted from 0 to 90 degrees using optional mounting base. This will create 
effects with rotation patterns in Horizontal or Vertical pattern rolls. 

Beam Spread
The Cyclone360 can project light patters 360 degrees using 8 LED 
clusters. Each of the 8 clusters has a beam spread of 70 deg. X 40 deg. 
Clusters are positioned at 45 degrees in a circular pattern for a 360 
degree coverage. 

Auto Addressing
The Cyclone360 features Auto addressing for easy setup.  User 
selectable address is programmable to 1 of 32 channels using the 
transmitter. The  address is stored in memory and can be changed as 
many time as needed. 

ColorRoll™
The Cyclone360 incorporates our ColorRoll technology developed by ColorMaker inc. The ColorRoll features enable 
to the fi xture to roll through a set of programmable colors without the use of the transmitter. The ColorRoll is a set of 
10 colors which are programmed by the user. These colors are sent to the fi xture by the handheld transmitter. Once 
the ColorRoll has started roll rates can be set by the transmitter from 3 seconds per color to 5 minutes per color. 
ColorRoll will continuously cycle through all the colors until blackout button is pressed on the transmitter. 

 5 inch

 8 inch



Cyclone Mounts to a holder with Keyed slots for quick disconnect from one of our ColorMaker D12 Battery packs. 
Cyclone can be easily adjusted from 0 to 90 degrees for Horizontal or vertical light effects or Optional mounting 
bracket can be removed and Cyclone can be suspended from nylon rope. Stacking several Cyclones for great effects 
inside spandex columns and cones.
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Mounting Bracket

Specifi cations Cyclone 8 inch Cyclone 5 inch

Dimension A 14.9 inch 9.9 inch

Dimension B 8.4 inch 5.4 inch

Dimension C 13.1 inch 8.1 inch

Weight 2.5 lb. 2 lb.

LED Count 648 360

Total MCD 989,280 549,600

Operating Range 400 feet 400 feet

Frequency: 916 Mhz 916 Mhz

Electrical: Volts 12 12

Electrical: AMPS 2.5 1.4

Full Intensity Temperature 900 C  1800 F  840 C  1450 F 

Specifi cations

Vertical Horizontal

Cyclone available in 2 models. Cyclone360-8 and Cyclone360-5


