
DMX-Link 
Wireless DMX controller for ColorMaker LED Fixtures
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The DMX-Link in an interface transmitter that connects 
to any DMX512 compatible console or device that outputs 
DMX. The DMX signal connects to the DMX-Link through 
3 pin XLR connector on back of interface. The DMX data 
is converted to the ColorMaker wireless protocol then 
transmitted to fi xtures using radio frequency 916 MHz 
to control up to 32 fi xtures (requires 96 DMX channels). 
Communications is RF so line of sight is not required. Each 
fi xture uses 3 channels of DMX to control the red, green 
and blue dimmer levels of each fi xture. The DMX start 
address can be set to any one of 512 channels to allow users 
to integrate the DMX-Link in to there current system. The 
DMX start channel represents the fi rst channel of the wireless network and each sequential channel 
there after to a total of 32 channels. 

The DMX-link has user selectable Network addresses to prevent other ColorMaker systems that 
may be in radio range from controlling users system. The user selectable settings are set up using 4 
buttons and a digital readout. All settings are saved in memory and will not be lost when the unit is 
powered off. 

Indicators on front of interface for both DMX receive and RF data transmit to assist in setting up 
system. 

The DMX-Link has a range of 400 feet and operates on 916 Mhz. The digital data transmitted 
to fi xtures is coded for error free communications and fast refresh rates for fl icker free dimming. 
Active fi xture setting also allows user to set super-fast refresh rates for special applications.

 Unit is powered by 12 volt wall adapter which is supplied. 
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